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	Junction
	☐	Looped
	☐	Looped
Separate Earth
	☐	Single Earth
No. per Set
	☐	Single Earth
No. per Set
	☐
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	No.of Sets Required
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	No.of Phase Connections
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	Short Circuit Current & Location

	Short-circuit current (kA )
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	0.5 sec
	☐	or
	1.0 sec
	☐	Indoor
	☐	or
	Outdoor
	☐


	PHASE Connection Point

	Stranded
	☐	Circular
	☐	    Flat
	☐	    Ball Pin
	
	    Other
	☐
	 Max dia.
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	mm
	 Max dia.
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	mm
	     Thickness
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	mm
	     20mm
	☐	      Specify;-

	 Min dia.
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	mm
	 Min dia.
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	mm
	     Width
	[bookmark: Text20]     
	mm
	     25mm
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	PHASE Attachment Method

	Bayonet
	☐	Shotgun
	☐	Taplin
	☐	T-Handle
	☐	Handle
	☐
	Insulated Fixed Stick
	1.2m
	☐	1.8m
	☐	2.4m
	☐	Other
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	PHASE Cable Length in Meters

	Cable 1
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	Cable 2
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	Cable 3
	[bookmark: Text25]     
	Cable 4
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	EARTH Connection Point

	Stranded
	☐	Circular
	☐	    Flat
	☐	    Ball Pin
	
	    Other
	☐
	 Max dia.
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	mm
	 Max dia.
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	mm
	     Thickness
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	mm
	     20mm
	☐	      Specify;-

	 Min dia.
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	mm
	 Min dia.
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	mm
	     Width
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	mm
	     25mm
	☐	[bookmark: Text33]     



	EARTH Attachment Method

	Bayonet
	☐	Shotgun
	☐	Taplin
	☐	T-Handle
	☐	Handle
	☐
	Insulated Fixed Stick
	1.2m
	☐	1.8m
	☐	2.4m
	☐	Other
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	EARTH Cable Length in Meters

	Cable 1
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	Cable 2
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	ACCESSORIES

	Bayonet Applicator  Stick
	1.2m
	☐	1.8m
	☐	2.4m
	☐	Other
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	Shotgun Applicator  Stick
	1.2m
	☐	1.8m
	☐	2.4m
	☐	Other
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	Fixed Connection Points
	Ball Pin
	☐	Qty
	
	Brass Stud
	☐	Qty
	[bookmark: Text41]     



	Applicator Stick Bag
	
	☐	Portable Earth Set Tester
	
	☐	
	



	PED Carry Bag
	
	☐	Clamp Hanger bar
	
	☐	
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